
1.  Roman I & Roman II Permeable pavers now available. 
2.  Expanded joints  create 6.4% void openings. 
3.  Void openings can accommodate at least 240-inches of precipita-

tion per hour. 
4.  Standard 3-1/8” (80 mm)  thickness is suitable for commercial ve-

hicular traffic areas. 
5.  Modular size allows for installation of patterns. 
6.  Roman Permeable pavers can transition to the traditional (not-

permeable) Roman Pavers without disrupting your pattern. 
7.  Permeable Roman pavers are made with 8000 psi. concrete. 
8.  Permeable pavers can be installed over retention basins to allow 

for more usable space for your project. 
9. Permeable pavers can contribute to earning LEED credits in these 

categories:  Sustainable Sites, Urban Heat Island Reduction, Mate-
rials and Resources, and Water Conservation. 

10. Permeable pavers can be used over sensitive tree roots to allow 
aeration and percolation. 

11. Permeable Pavers are recognized by the State of California and the 
United States Environmental Protection Agency  as a Best Man-
agement Practice (BMP) for storm water management and as a key 
Low Impact Development (LID)  tool. 

NEW!! 
 

ROMAN PERMEABLE 
 

80MM  PAVERS 

For more information, contact the Air Vol Block sales team. 


